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THERMOSEAL    

Glass Sealing Ropes

DESCRIPTION

The Thermoseal range of sealing ropes consists of texturised glass yarn, constructed to match the required compressibility.

Thermoseal is characterised by a high degree of flexibility, allowing it to fit perfectly around small radii.

Thermoseal will resist temperatures up to 600
ο
C.

APPLICATIONS

Thermoseal finds use as thermal insulation for static sealing applications in dry environments.  

It is widely used as a hatch and door seal in

→  Industrial boilers →  Furnaces →  Wood burning stoves →  Ovens

→  Domestic boilers →  Gas appliances →  Heat processing equipment

Thermoseal also finds use as a bracing cord on the end windings of high voltage rotating machines where good 

compressibility is required.

DIMENSIONS

Diameters & Tolerance (mm)

4.0 ± 0.50 17.0 ± 1.00

5.0 ± 0.50 18.0 ± 1.00

6.0 ± 0.50 19.0 ± 1.00

7.0 ± 0.50 20.0 ± 1.00

8.0 ± 0.50 22.0 ± 2.00

9.0 ± 0.50 24.0 ± 2.00

10.0 ± 0.50 25.0 ± 2.00

11.0 ± 1.00 27.0 ± 2.00

12.0 ± 1.00 30.0 ± 2.00

13.0 ± 1.00 35.0 ± 2.00

14.0 ± 1.00 40.0 ± 3.00

15.0 ± 1.00 45.0 ± 3.00

16.0 ± 1.00

PACKAGING & SUPPLY

Standard packing & supply On spools

Sections cut to length

Fabricated to customers requirements (e.g. O-Rings)

Compressibility measured to TT022 Thermoseal H (Hard) - 0 - 15%

Thermoseal M (Medium) - 16 - 30%

Thermoseal S (Soft) - 31 - 100%

Colours Natural

Black

 Registered trademark

Statements, technical information and recommendations contained herein are based on tests we believe to be reliable but they are not to be construed in 

any manner as warranties expressed or implied. The user shall determine the suitability of the product for their intended use and the user assumes all risk 

and liability whatsoever in connection therewith.


